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Specification Outline
42M AHT
	Vessel Developer
	
	South China Marine Ltd.

	Shipyard
	
	South China Shipyard

	Vessel Code Name
	
	GRANDEUR-I

	Classification Notation
	
	BV I [image: image1.jpg]


HULL [image: image2.jpg]


MACH Special Service AHT unrestricted navigation

	Navigation Areas
	
	UNRESTRICTED

	Flag
	
	HONG KONG

	Year Built
	
	To Be Constructed

	Main Particulars
	
	Main Machinery & Propulsion Unit
	
	Main Radio & Nav. Equip.

	Length O.A.

Length B.P.
Beam MLD. 

Depth MLD. 

Complement 
Design Draft 
Max Draft 
	42.00
36.45
11.00
4.90
26
3.50
4.10
	M
M
M
M
Ps
M
M
	
	Main Engine
BHP

Reduction Gear Box
Ratio
Fixed Pitch Nozzle Propeller

Bow Thruster(*)
Power
Stern Thrust Ejecting Unit(*)

Main Marine Genset
Power

Harbour Genset(*)
Power
Electro-hydraulic steering-gear
Maker
	2 x CUMMINS QSK60-M - US
2200BHP @1800RPM

2 x REINTJES WAF 763 - Germany
5.75 : 1

2 x 4 blades

NICEREX 500 – Hong Kong

2 x 90 KW
1 x BF-1500M3
2 x CUMMINS QSM11D-M - US
240KW /400V/50HZ/ 3Φ

1 x PERKINS PM75S –UK/Singapore
60KW /400V/50HZ/ 3Φ
1 x 7.5 T-M
Rexroth - Germany
	
	Radar

Echo Sounder

Speed Log
Anemometer

GPS

Electrical Horn

Autopilot
Reflecting Compass Steering Compass
Sound Power Tele.

Public address system
AIS

A3 sea GMDSS
MF/HF SSB
NBDP

Inmarsat-C 
VHF telephone 
NAVTEX 

SART

EPIRB

Portable VHF
	1x FR-1510MK2

1x Furuno FE-700
1x Furuno DS-80
1x Obervator OMA-160
1x Furuno GP-90

1x E3M-24
1x CM880
1x CGY-165
1x CPT-130

1x HS-1
1x CKY
1x Furuno FA-100
1x Furuno FS-1570
1x Furuno DP-6

1x FELCOM-15
2x FM-8500(DSC)
1x JRC NCR-330
1x McMurdo RT9
1x McMurdo E3

2x McMurdo R1

	Capacity
	
	
	
	
	
	

	F.O

F.W.
FiFi Foam (*)
Dispersant(*)
Daily F.O. tank 

Lub. Oil

Cargo deck area
Cargo deck load
Deck thickness of anchor handling area
	366.00
66.00
10.00
4.00
5.00
2.00
~160.00
5.00
22   
	M3
M3
M3
M3
M3
M3
M2
MT/M2
mm
	
	
	
	
	
	

	Main Deck Machinery
	
	
	
	
	
	

	- Electric anchor windlass 
One set, 2 anchors, per 650kg weight

Φ26mm x 275M stud link anchor chains of class Q2 

- Electro-hydraulic tugger winch(*)
One Set (10MT x 15 M/min)
- Electro-hydraulic Anchor handling & Towing Winch set:

Type：Double drum

Reel Storage (Wire): Φ52mm x 600 M
Line pulling  : 65MT
Brake holding : 180MT
- Marine Crane: SQ8ZA3 type (*)
One set of SWL 0.95MT@11.61M / SWL 8MT@2M

- Shark Jaw

One set Capacity 200MT, rope Size
Φ30~70 mm / Chain Size ɸ30~70 mm
- Towing Pin
One set Capacity 200MT, height above deck 700 mm
- Stern Roller

One setΦ1.6M x 4M
	
	Main Auxiliary system
	
	
	

	
	
	Oily Bilge Water Separator
Sewage Treatment Plant(*)
Sea Water/Fresh Water Pressure Set

Electric Hot Water Heating
Fresh Water Maker

Electric Air Compressor
Air Bottle

Emergency Fire Pump
Oil Dispersant Dispersing Boom

E/R Ventilation Fan
External Fresh Water Supply Pump

External Fuel Supply Pump
	1 x 0.5M3/h (c/w oil content monitor unit)
1 x 25ps(MARPOL Standard)
1 x 100 L / 100 L

1 x 80 L, 15KW

1 x 0.25 M3/h
1 x 0.2 M3/min @ 10 bar. 
1 x 80 L @ 10 bar.
1 x 20 M3/h @ 0.25MPa
2 x 6M
2 x 21000 M3/h @ 470 Pa
1 x 36 M3/h
1 x 40 M3/h
	
	
	

	
	
	
	
	
	Air Conditioning (Cooling)

	
	
	
	
	
	Central Air conditioning plant for wheelhouse, mess and all accommodation spaces.

Design condition: 

Outside: 50(C RH approx. 95%
Inside:  22(C RH approx. 50%

Recirculation rate: 85% 

Additional split unit air conditioners (cooling) for wheelhouse and ECR. 

	
	
	
	
	
	Cabins & Auxiliary Cabins

	
	
	Main Lifesaving & FiFi Equip.
	
	In compliance with ILO Convention No.92 & No.133

2 x single Senior Officer Cabins

4 x two men Cabins 

4 x four men Cabins
Total Accommodation: 26 Persons

1 x Provisions Freezer

1 x Harbour Generator Room
1 x Engine Room Centralized Control Room
1 x Machine Repair Room

1 x Slop Tank

1 x Dirty Oil Tank

1 x Sewage Tank

1 x Central Air-conditioning Room

1 x Provision Room

	
	
	In compliance with the SOLAS requirements as regards Lifesaving & FIFI equipment:

CO2 System as per BV Rules

- Water/foam Monitor: 2 x 750 M3/h, Range 120M(*)
- FI-FI Pump: Single step horizontal centrifugal pump  1 x 1500 M3/h@130mlc(*) 
- 8 x Life bouy; 37 x Life jacket; 4 x 15persons Liferaft; Portable Fire Extinguisher: 11 x 9kg foam; 6 x 5 kg CO2; 7 x 8kg Dry Powder; 1 x 45 L Foam Fire Extinguisher (cart-pushing); 1 set fireman outfit; 12 x parachute distress rocket; 2 x Orange Smoke Signal; 4 x Floating Light
	
	








42M AHT Specification Outline (original)       (*) - Optional items

    

                                              Updated at 2006/06/21
	18/F Unit All, Centre Mark II, 305-313 Queen's Road Central, Hong Kong
香港皇后大道中305-313號永業中心18字樓全層
	SCS Holdings

ISO 9001:2000

Cert. No.:0150-2002-AQ-RGC-RvA
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	TEL
	(852) 25411282 
	
	

	FAX
	(852) 25454540
	
	

	EMAIL
	ship@southchinashipyard.com
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