




SPECIFICATIONS

Vessel Name: M/V Melvin R. Todd  (JBS Hull # 112)
Builder: John Bludworth Shipyard, L.L.C.
Designer: John L. Bludworth, III
Owner: Blessey Marine Services
Mission: Inland Push Boat
Length: 110’-0”
Beam: 32’-0”
Depth (Molded): 11’-0”
Draft: 8’-6”

Wheel House Eye Level:  36’-3”
Main Propulsion (Mfer., Model, HP@RPM): Cummins Model KTA50-M2 , 1600 HP each @ 1800 RPM , Provided by Cummins Southern Plains
Ship’s Service Power (Mfer., Model): 2 Gensets  90 kW each, Provided by Cummins Southern Plains

Marine Gear (Mfer., Model, Reduction Ratio): Reintjes WAF 773 w/ 7.09:1 red., Provided by Karl Senner, Inc. 

Propellers (Mfer., Dia., Pitch, Material, No. of Blades): Rice Propeller 86”x89.6, Nickel Bronze,  4 Blade Propellers.  
Vessel is fitted with 87” ID Kort Nozzles Provided by Rice Nozzles
Controls (Mfer., Model): Rexroth Air Controls provided by Air Control-Valve Service, Inc.
Steering System (Mfer., Model): Skipper Engineered Products Electronic over Hydraulic Full follow-up
Hull Construction: ½” steel forward, ¾” steel aft, 3/8” steel sides and deck.
Crew Capacity/Passenger Capacity: 5 quarters with 8 berths total
Capacities (Fuel, water, lube, etc.):  Fuel – 70,000 gal., water – 14,000 gal., lube oil– 500 gal., slop oil 1,000 gal.
Electronics (Mfer. Model): Furnished by Wheel House Electronics
Important Ancillary Equipment/Systems: 2 ea. 1000 watt Xenon search lights, 2 – 60 ton Patterson galvanized deck winches, 2 – Speed-Air 5Z400B air compressors 17scfm @ 175 psi.,  Complete Touchscreen Alarm System provided by Baton Rouge Marine Electric.
Classification/Certification: N/A
Delivery Date: June, 2006
